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STATEMENT COF BASI S AND PURPCSE

Thi s deci si on docunent presents the selected renedial action for the WIlson Concepts of Florida
Inc. Site (the "Site") in Ponpano Beach, Florida. The final Site renedy was chosen in
accordance with the Conprehensive Environmental Response, Conpensation, and Liability Act of
1980 (CERCLA), as anended by the Superfund Arendnents and Reauthorization Act of 1986 (SARA) 42
U S.C. Section 9601 et seq., and to the extent practicable, the National Contingency Plan (NCP),
40 CFR Part 300. This decision is based on the administrative record file for the Site

The State of Florida, as represented by the Florida Departnment of Environmental Regul ation
(FDER), has been the support agency during the Renedial Investigation process for the WIlson
Concepts of Florida, Inc. Site. In accordance with 40 CFR 300.430, as the support agency FDER
has provided input during this process. Based on conments received by FDER it is expected that
concurrence will be forthcom ng; however, a formal l|letter of concurrence has not yet been

recei ved.

DESCRI PTI ON OF THE REMEDY

This renmedy is the final action for the Site. |In the absence of any significant source of
contamination in the soil at the Site, the No Action alternative was selected as the preferred
alternative to address the soil. Due to a |ack of significant ground water contami nation, the No

Action alternative was chosen for ground water at the Site. However, the ground water will be
nonitored quarterly for one year to verify that no site-related rel ease of contam nants is
occurring. |If the results of the nonitoring show that there is no unacceptable risk from
exposure to site-related contamnants in the ground water, then the Site will be considered for
deletion fromthe National Priorities List (NPL). However, should nonitoring indicate that the
Site poses a threat to hunman health or the environment, EPA, in consultation with the State of
Florida, will reconsider the protectiveness of the "No Action" alternative and the feasibility
of

ground water renediation will be re-eval uated

DECLARATI ON

Based on the results of the Renedial Investigation and R sk Assessnent conducted at the Site,
EPA has determned that no renedial action is necessary to ensure protection of human health and
the environnent. Because this renedy will not result in hazardous substances renaining on-site
above

heal t h-based | evels, the five-year review requirenment will not apply to this action. Therefore
the Site now qualifies for inclusion in the "sites awaiting del eti on" subcategory of the
Construction Conpletion category of the National Priorities List.
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DECI SI ON SUMVARY FOR THE RECORD COF DECI SI ON
W LSON CONCEPTS OF FLORIDA, INC. SITE
POVAPANO BEACH, FLORI DA

1.0 SITE LOCATI ON & DESCRI PTI ON

W son Concepts of Florida, Inc. formerly operated as a manufacturing and netal -fini shing
facility at 1408 SWEighth Street, Ponpano Beach, Florida (Figure 1-1). The WIson Concepts of
Florida, Inc. Site (the "Site") occupies approxinately two acres in an industrialized section of
Broward County in the nunicipality of Ponpano Beach. The property is currently bordered on the
north by SWEighth Street, on the east by a fiberglass production facility, on the south by an
industrial access road, and on the west by the Chenform National Priorities List (NPL) Site
(Figure 1-2). Carter and Grawl ey Precision Metals, Inc. ("Carter and Crawl ey"), a netal working
facility, currently operates at the Site

The Site is located in a highly industrialized area | ess than one half nile west of Interstate
95. The closest residential zoning lies just east of 1-95. The Site is located within the city
limts of Ponmpano Beach, which has a population of 72,400 (U S.D.C., 1990). The city is divided
into park services districts. The area surrounding the Site and the Site itself are not |ocated
within one of these districts, nost likely due to the industrial nature of thearea. The closest
district, which is west of the Site, has a projected 1993 popul ati on of 2800.

An estimated 3000 feet south of the Site is the Ponpano-Cypress Creek Canal, operated by the
South Florida Water Managenent District which flows east toward and connects w th Bi scayne Bay.
Directly underlying the Site is the Biscayne Aquifer, which supplies all potable water for
Broward County and has been designated as a sol e-source aquifer

The Site is fenced and the majority of it is occupied by a |arge building which houses Carter
and Crawley. The rest is covered by asphalt parking areas with grass-covered berns. A concrete
pad occupi es the southwest corner of the Site. Surface runoff at the Site flows to french drains
in the parking lot. Sone of these drains appear to be connected to a stormsewer system A
gravel drainfield which is bernmed and covered by grass is located in the south-central portion
of the Site.

2.0 SITE H STORY AND ENFORCEMENT ACTI VI TI ES

In 1967, John Nol an purchased the subject property and |leased it to Southeast Tool and Die from
1967 to 1974. In July 1974, WIlson Concepts of Florida, Inc. ("WIson Concepts") was forned
after the purchase of Southeast Tool and Die by Caude WIlson of WIson

Concepts of Dayton, Chio. WIson Concepts of Florida, Inc. manufactured jet aircraft engine
parts and netal -wor ki ng nachi nery and served as a contractor in the defense and aerospace
industries. Associated operations at the facility included precision machining, drilling and
mlling of metal parts, vibratory deburring, degreasing, steamcleaning, and spray coating of
parts. A variety of chemicals were used, including organic solvents, chlorinated sol vents,
petrol eum products, paints, cyanides, acids, and bases

From approxi mately 1974 to 1980, WIson Concepts | eased the property fromJohn Nolan. In 1980
W son Concepts purchased the property and operated at the Site until April 1986, when Vengrow h
Hol di ngs, Inc. acquired the stock of WIlson Concepts of Florida, Inc. via a | everaged buyout
financed by Centrust Savings Bank. In late 1987, WIson Concepts filed for Chapter 7

reorgani zation. During the early part of 1988, Centrust Savings acquired title to the property.
Subsequently, Centrust's assets have been acquired by the Resolution Trust Corporation (RTCQ).
Since 1988, the property has been leased to Carter and Crawl ey, a netal nachi nery operation

Raw nmaterials usage at the Site over the last 10 years has been docunented on two occasions. In
the early 1980's, possibly as early as 1981, WIson Concepts submtted a hazardous materials
inventory list to the Broward County Environnental Quality Control Board (BCEQCB). The
chemcals used at the Site included a variety of hydraulic and lubricating oils, neta

protection agents, water cool ants, nethylene chloride, nethyl ethyl ketone, and chem ca

cl eaners (possibly corrosives).

In 1987, Centrust contracted with Hazards, Inc. to conduct a site inventory of chemcals and



wastes found at the WIson Concepts facility follow ng acquisition of the property from
Vengrow h Hol dings, Inc. This inventory reveal ed products such as nitric, phosphoric, and
hydrof | uori c acids, alkali cleaners, sodium hydroxide, chromatic acid, lubricating oils, honing
oils, mneral spirits, nethyl ethyl ketone, 1,1,1-trichloroethane, kerosene, coolants, petroleum
distillates, and detergents. Based on an inspection in late 1989 at the Carter and Craw ey
operation conducted by WIson Concepts' consultant, chemcals currently used at the Site include
1,1,1-

trichl oroethane, nmachine oils, cool ants, degreasers, corrosion inhibitor, carburetor cleaner

tol uene, acids, and al kalis.

From 1976 through 1989, several inspections were conducted by BCEQCB whi ch docunented poor waste
handl i ng practices, including discharge of industrial wastes onto the ground. In August 1985
EPA conducted a Prelimnary Assessnment (PA) of the Site and in July 1986 requested its
contractor, NUS, to performa Sanpling Investigation (SI). The results of this sanpling caused
the Site to be proposed for the NPL in July 1988. In March 1989, the WIson Concepts of

Florida, Inc. Site was fornally included on the NPL. A Potentially Responsible Party (PRP)
Search Report was conpleted in April 1989

On Decenber 1, 1988, EPA issued Special Notice Letters to the PRPs identified in the PRP Search
On Cctober 19, 1989 two of the PRPs, WIson Concepts and Centrust Savings, entered into an

Adm ni strative Order on Consent (AOC) to conduct the Renedial Investigation/Feasibility Study
(RI/FS) at the Site. Environnmental Resources Managerment South, Inc. (ERM, contractor for the
Potentially Responsible Parties (PRPs) fromlate 1989 to June 1991, conducted Phase | of the R
Because of continued schedul e del ays, EPA notified the PRPs on July 23, 1991 that they were in
violation of the ACC and that EPA woul d take over the project and conplete the RI/FS

3.0 H GHLIGHTS OF COWUNI TY PARTI CI PATI ON

The Site is located in the industrial section of Ponpano Beach, Florida. The cl osest
residentially zoned area is east of 1-95, about 1/2 nmle east of the Site

Community interviews were conducted by EPA in February 1990 to determne public interest in the
Site. The conclusion drawn fromthese interviews is that there is mininal interest inthe Site
probably due to the transient nature of the local population and the industrial setting around
the Site. EPA held an Availability Session at the Ponpano Beach Milti purpose Center on Decenber
4, 1990 to provide informati on and answer questions on the Rl to be conducted at the Site

Seven peopl e attended. Attendees of the session indicated an interest in |earning nore about
the Site and asked nunerous questions about the Superfund process.

The RI, Ri sk Assessment, and Proposed Plan for the Site were released to the public on July 22
1992. These docunents were nade available in both the adm nistrative record and an infornation
repository nmaintained at the EPA Records Center in Region IV, Atlanta, Georgia and at the
Broward County Main Library in Fort Lauderdale, Florida. The notice of availability for these
docunents was published in the Ft. Lauderdale Sun Sentinel on July 20, 1992. A public coment
period was held fromJuly 22, 1992 through August 21, 1992. In addition, a public neeting was
held on July 28, 1992. At the public neeting, which was attended by el even peopl e,
representatives from EPA

answered questions about the findings of the Rl and Ri sk Assessnent and presented EPA s Proposed
Plan for the Site. A response to the comments received during this period is included in the
Responsi veness Summary, which is part of this Record of Decision. This decision docunent
presents the selected renedial action for the Wlson Concepts of Florida, Inc. Site, in Ponpano
Beach, Florida, chosen in accordance with CERCLA, as anmended by SARA and, to the extent
practicable, the National Contingency Plan. The decision for the Site is based on the

adm nistrative record. These comunity relations activities fulfill the statutory requirenents
for public participation contained in CERCLA section 113(k)(2)(B)(i-v).

4.0 SCOPE AND RCOLE OF RESPONSE ACTI ON

This ROD addresses the final response action for the Wlson Concepts of Florida, Inc. Site
addressing both soil and ground water. The baseline risk assessnent indicates that no principa
threat exists at the Site. The selected alternative will be protective of hunan health and the
environnent and is consistent with the NCP (40 CFR 300.430(e)).



5.0 SUWHARY CF SI TE CHARACTERI STI CS
5.1 SITE DRAI NACE

The Site lies on the Atlantic Coastal R dge, which is up to five mles in width and forns the

hi ghest ground in the county. The relief of the Site is flat and nost of it is covered by
concrete, asphalt, and the building footprint. However, sone grassy areas exist on the east,

sout heast, and northeast portions of the Site. The asphalt and concrete are prinarily drained
by a catch basin/stormdrain system The general |ocations of the stormdrains/catch basins are
nunbered in Figure 1-2. Drain Nunber 1 appeared to have a PVC pipe running in the direction of
the drainfield (toward the south). Drains 2 and 3 did not appear to have any pipes or conduits
fromthem A survey nap dated April 17, 1986 indicated that a stormsewer pipe ran fromdrain 4
through drain 5 and into the stormsewer systemunder SW8th Street. A PVC pipe comng fromthe
direction of the sunp in the loading area and two netal pipes of unknown origin were observed to
enter Drain 7. Flooding on the Site has been observed after rain events. The east parking |ot,
north | oadi ng dock, and back alley on the south side of the Carter and Crawl ey buil di ng may
stand under approximately four to six inches of water during a rain event.

Sorre drainage fromthe southwest corner of the Site to SW12th Street has been observed, and
addi tional surface water overflow in the northern portion of the Site generally flows into SW
8th Street and then into the stormsewer system

5.2 SURFACE WATER FEATURES

The Atlantic Coastal Ridge is a natural barrier to drainage fromthe interior, except where
breached by shal | ow sl oughs or rivers. Ponpano Beach and its surrounding vicinity are part of
the Atlantic Coastal Ridge. The ridge is nantled by white quartz sand, thickest at the crest
and thinning to less than five feet in the backswanp area, where it is underlain by a thin,
pernmeabl e linmestone layer. Wst of the Atlantic Coastal Ridge, as shown on Figure 5-1, are the
Sandy Fl atlands, which are lower in elevation and prior to

devel opnent were poorly drained. Farther west are the Evergl ades, which cover nost of Broward
County. The Everglades are slightly |ower than the Sandy Fl atl ands and, when natural conditions
prevail ed, were seasonally inundated. Drainage was sl ow and generally to the south, channel ed
behi nd the hi gher coastal area

The crest of the Atlantic Coast ridge is approximately two miles inland and parallels the coast.
West of the divide or crest of the ridge, the | and surface descends rapidly to the backswanp
area, which is approximately one half mle west of the divide. The backswanp area sl opes gently
to west five mles to the Everglades and consists of swanpy sloughs and | ow i ntraswanp ridges

H storically, the backswanp area renmi ned wet for |ong periods, being poorly drained by sloughs
toward the west and by underground flow toward the ocean. Subsequently, devel opnent for
agriculture led to construction of a series of canals, ditches, dans and punping stations to
control water levels. Presently, the backswanp area is irrigated and drai ned by secondary canal s
that connect with either the Hllsboro Canal to the north or the Ponpano-Cypress Oreek Canal to
the south. These canals (Figure 5-2) drain water fromthe Ponpano Beach area and are part of
the South Florida Water Managenent District's (SFWD s) network of canals. The flow of the

Ponpano-
Cypress Creek Canal is controlled by a spillway structure and a gated damtwo mles farther
upstream During periods of heavy rainfall, these structures are adjusted to prevent |oca

fl oodi ng; however, during nost of the year, they are operated to hold high stages in the canal

The west slope of the ridge area drains to the backswanp area; the east slope of the ridge
drains to the Intracoastal Waterway. Wth increasing urbanization, this area now drains to the
Intracoastal Waterway through stormsewers and a nassive systemof finger canals east of U S

H ghway 1.

5.3 GEOLOGY AND HYDROGEOLOGY
Figure 5-2 shows the | ocation of geologic cross section B-B' inrelation to the Site. Geologic

cross section B-B (Figure 5-3) illustrates the subsurface geology and |ateral variability of
i ndi vidual geologic formations (Table 5-1) in and around the Site. The uppernost geologic unit



is the Pamico Sand, a | ate-Pleistocene terrace deposit of marine origin, consisting of nostly
white to tan or black, fine to coarse quartz sand, with varying anounts of iron oxi de. The
Pamico is approximately 45 to 50 feet thick in the study area and nay contain thin (less than
five feet) limestone interbeds of the Anastasia Formation

Underlying the Pamiico is the main portion of the Anastasia Formation. The formation consists
of a heterogeneous m xture of very fine to very coarse quartz sand, finely ground and broken

shel s and redeposited cal ciumcarbonate either in the formof calcite crystals or as
cryptocrystalline cenenting materials. Color of the formation ranges fromwhite to gray or tan
Causaras (1985) shows the Anastasia to be approximately 100 feet thick in the Ponpano Beach

area

Causaras (1985) also reports a thin (20 feet thick) lens of Key Largo Linestone in the Ponpano
area. This fornmation has not previously been reported in the area and may be a questionabl e
identification. Were nore typically developed (i.e., in coastal Dade and Monroe counties), the
Key Largo is highly perneable, hard, cavernous coralline reefal |inestone

Underlying the Anastasia is the Tam ami Fornmation, which is approxinmately 220 feet thick in the
vicinity of the Site, according to Causaras (1985). As currently defined, the Tam am includes
all the upper Mocene material in southern Florida (Parker, 1951). As such, it is a

het er ogeneous unit ranging in conposition frompure quartz sand to nearly pure |inestone, which
is generally white to grey in color. According to Tarver (1964), the percentage of carbonate
material in the sedinents generally increases with depth. The |ower perneability sedi nents near
the top of the Tam am have traditionally been taken as marking the base of the Bi scayne Aquifer
(Parker, 1951, 1955).

Directly underlying the Site is the Biscayne Aquifer, which supplies all potable water for
Broward County and has been designated as a sol e-source aquifer. Regionally, the ground water
table is high, from1l.62 to 6.24 feet above nmean sea | evel (USGS, 1988) and typically 6 to 8
feet bel ow ground surface, which is characteristic of South Florida. However, the water table
woul d be low with respect to the surrounding areas, such as the Sandy Fl atl ands, Evergl ades, and
backswanp areas referred to earlier. Site-specific informati on obtai ned by NUS during the 1986
study indicates that ground water is approximately four feet below grade at the Site, while the
results of Phase | of the RI during 1990 and Phase Il of the R during 1991 indicate that the
ground water is approximately 3.0 to 3.5 feet bel ow grade

5.4 RESULTS OF THE REMEDI AL | NVESTI GATI ON

The purpose of the Renedial Investigation (RI) was to gather and anal yze sufficient data to
characterize the Site in order to performthe Baseline R sk Assessnment, which determ ned the
Site's inpact on human health and the environnent. Both the Rl and R sk Assessment are used to
det erm ne whether renedial action is necessary at the Site.

Activities conducted during the R included a soil-gas survey, surface and subsurface soi
sanpling, ground water sanpling, and air sanpling. Results of the soil-gas survey, both tota
organi ¢ vapor concentrations and net hane-corrected vapor concentrations, indicated potentia
areas of contami nation in the northeast corner at 1.5-2.0 feet below | and surface (BLS) and
3.5-4.0 feet BLS, and in the south-central portion of the Site at 1.5-2.0 feet BLS and 3.5-4.0
feet BLS. Areas of contam nation were also indicated at 3.5-4.0 feet BLS throughout the
southern portion of the Site and south of SW12!" Avenue.

In conparison, organic compounds were detected in five subsurface soil sanmples from3.5-4.0 feet
BLS, two subsurface soil sanples from1l.5-2.0 feet BLS, and five surface soil sanples. These
det ections showed only minimal correlation with the results of the soil-gas survey. Certain
sanples in areas which the soil-gas survey indicated potential organic contam nation, showed no
contami nation in subsequent sanpling. Qher sanples outside the area of potential contam nation
defined in the soil-gas survey showed | ow | evel s of organi ¢ conpounds

O the five subsurface soil sanples from3.5-4.0 feet BLS in which organic conpounds were
detected, four were collected during Phase | of the Rl for Target Conpound List (TCL) and Target
Anal yte List (TAL) anal yses. Acetone was detected in these four sanples.

Bi s(2- Et hyl hexyl ) pht hal ate was detected in two of these four subsurface soil sanples. In three
of these four sanples, the renmining organi c conpounds were detected at |ow estinated



concentrations (< 6 ug/kg). Simlarly, the fifth subsurface soil sanple, collected in the
northeast corner of the Site during Phase Il of the R, only contained two organi ¢ conpounds at

| ow estimated concentrations (< 15 ug/kg). However, one of the Phase | subsurface soil sanples,
located in the drainfield, exhibited organic contam nation at concentrations ranging from500 to
13,000 ug/ kg for five compounds.

Three of the five surface soil sanples were |ocated al ong the southern property boundary and
exhibited parts per mllion of bis(2ethylhexyl)phthalate. Two of these were located in the area
of the drainfield. |In the two renmining surface soil sanples in which organi c contam nati on was
detected, |low estimated concentrations (< 6 ug/kg) of toluene were detected. One of these
sanpl es was |ocated in the northwest corner of the Site, in the vicinity of an underground
septic tank; the other was located in the north central portion of the Site. This detection is
consistent with the detection of |ow concentrations (< 22 g/kg) of organic conpounds in sanple
175W50S(1.5-2.0"), collected during Phase | in the same vicinity. Toluene was al so detected at
a depth of 1.5-2.0' at |ow concentrations (< 6 ug/kg) on the south side of the Site. Inorganic
constituents were detected in all soil sanples at varying concentrations. The ngjority of the
inorganic constituents detected were generally within the range expected in this area. The
exceptions were strontium calcium chromum nercury, vanadium and zinc

The direction of ground water flow is generally east to southeast. The ground water fl ow
velocity was estimated as approxi mately 22 feet per year (0.06 feet per day). During Phase
ground water sanpling, organic constituents were detected in three wells (WCS-1, WS-2, and
WCD-14). During Phase |1, organic conmpounds were detected in two wells, WCS-1 and M¥ 6. During
Phase | of the R, Mxi mum Contam nant Levels (MCLs) were exceeded for trichloroethylene in two
wel l's and for bis(2-Ethylhexyl)phthalate in one well. These anal ytes were not detected in
sanples fromthe same wells during Phase Il of the Rl. MlLs for all constituents detected in
ground water are contained in Appendix A Tables A-4 and A-5. Inorganic constituents were
detected in all wells at varying concentrations. |I|norganic constituents of concern for the
ground water included arsenic, chromium manganese, nol ybdenum nickel, strontium titani umand
yttrium

A total of nine air sanples were collected and anal yzed for seven constituents. Chloroethane,
tol uene, and trichloroethyl ene were detected in these sanples at concentrations ranging fromO0.7
to 5.2 parts per billion volune (ppbv).

Sanmpl e locations and results fromthe WIlson Concepts R are included in Appendi x A
6.0 SUWARY OF SITE RI SKS

A Baseline Ri sk Assessnent was conducted by EPA as part of the Rl to estinmate the health or
environnental problens that could result if the Site were not renediated. Results are contained
in the Final Baseline R sk Assessnent Report, dated June 17, 1992. A Baseline R sk Assessnent
represents an evaluation of the "No Action" alternative, in that it identifies the risk present
if noremedial action is taken. The assessnent considers environnental nedia and exposure

pat hways that could result in unacceptable |evels of exposure now or in the foreseeable future
Data col |l ected and anal yzed during the R provided the basis for the risk evaluation. The risk
assessnent process can be divided into four conponents: contanminant identification, exposure
assessnent, toxicity assessnent, and risk characterization

6.1 CONTAM NANT | DENTI FI CATI ON

The obj ective of contaminant identification is to screen the information that is available on
hazar dous substances present at the Site and to identify contam nants of concern (COCs) in order
to focus subsequent efforts in the risk assessnent process. COCs are sel ected based upon their
t oxi col ogi cal properties, concentrations and frequency of occurrence at the Site. During the

Ri sk Assessnment for the Site, the follow ng chemcals were identified as contam nants of concern
in the ground water: acetone, 1, 1dichloroethane, chloroethane, 1,4-dichlorobenzene, arsenic,
bari um magnesi um mnanganese, nol ybdenum and zinc. Contami nants of concern in the surface soi
were identified as toluene, bis(2-ethylhexl)phthalate, barium cadmum chromum |ead, copper
nmagnesi um nanganese, nercury, nickel, nolybdenum vanadium and zinc. COCs in the subsurface
soil are as follows: nethyl ethyl ketone, acetone, nethylene chloride, chloronethane,

chl or odi br ononet hane, tol uene, tetrachl oroethyl ene, xylene, ethylbenzene, styrene

di (2et hyl hexyl ) pht hal ate, arsenic, barium chrom um copper, |ead, nagnesium manganese



nercury, nickel, vanadium and zinc.
6.2 EXPOSURE ASSESSMENT

An exposure assessnent was conducted to estimate the nmagnitude of exposure to the contam nants
of concern at the Site and the pathways through which these exposures could occur. Inhalation
of particulates and ingestion of soil by workers were considered potentially conplete exposure
pat hways under both the current and future use scenarios. Currently, the Site is located in an
industrial area, which is expected to remain industrial according to the Gty of Ponpano Beach
Future Land Use Plan for 1998. Therefore, the future | and use scenarios involve worker and
trespasser exposure. However, risk fromresidential exposure to ground water was al so
calculated. Three pathways in addition to those described above were consi dered under the
future industrial scenario: worker ingestion of drinking water fromwells that nay be drilled
into the surficial aquifer and ingestion of soil or inhalation of particulates by potenti al
trespassers at the Site. Future residential exposure was assuned to include ingestion of ground
wat er .

After exposure pathways were devel oped, the concentrati ons at the exposure points were

cal cul ated. These exposure point concentrations were based on the reasonabl e maxi num exposure
(RVE) scenario - that is, the highest exposure that is reasonably expected to occur at a Site
The RVE is cal cul ated by taking the 95% upper confidence limt on the nean of the natura
logarithm (I n) transforned data. The data are transforned because the data are assuned to be

| ognormal . Exposure point concentrations for the inhalation of particul ates pathway were

devel oped through air nodeling conducted by the EPA Air Prograns Branch. Mxi mum concentrations
of contam nants in surface soil rather than the RVE values were used in the air nodeling

Once exposure point concentrati ons were devel oped, the chem cal intake at each exposure point
was cal cul ated. These assunptions, along with the exposure point concentrations, are used in
equations to develop the Chronic Daily Intake (CDI) for each exposure pathway. Exposure
assunptions used in developing the CDIs are listed in Table 6-1. Exposure point concentrations
and CDI's for each exposure scenario are listed in Tables 6-2 through 6-4.

6.3 TOXICATY ASSESSMENT

The purpose of a toxicity assessnent is to wei gh avail abl e evidence regardi ng the potential of
the contam nants of concern to cause adverse effects in exposed individuals and to provide an
estimate of the relati onship between the extent of exposure and the |ikelihood of adverse
effects. The toxicity assessnent is based on toxicity val ues which have been derived from
quantitative dose-response information. Toxicity values for cancer are known as slope factors
(SFs) and those determ ned for noncarcinogenic effects are referred to as reference doses
(RfDs).

Sl ope factors (SFs), which are al so known as cancer potency factors (CPFs), have been devel oped
by EPA' s Carci nogeni ¢ Assessnment Group for estimating excess lifetime cancer risks associated
with exposure to potentially carcinogenic chemcals. SFs, which are expressed in units of

(nmg/ kg-day)[-1], are multiplied by the estimated i ntake of a potential carcinogen, in ng/kg-day,
to provide an upper-bound estinmate of the excess lifetime cancer risk associated with exposure
at that intake level. The term "upper-bound" reflects the conservative estinmate of the risks
calculated fromthe SF. Use of this approach nakes underestimation of the actual cancer risk
highly unlikely. SFs are derived fromthe results of hunman epi dem ol ogi cal studies or chronic
ani mal bi oassays to which ani nal -to-hunan extrapol ati on and uncertainty factors have been
applied. SFs for the contam nants of concern at the Site are listed in Table 65

Ref erence doses (RfDs) have been devel oped by EPA for indicating the potential for adverse
health effects fromexposure to chemi cal s exhibiting noncarcinogenic effects. R Ds, which are
expressed in units of ng/kg-day, are estimates of lifetime daily exposure |evels for humans,
including sensitive individuals. Estimated intakes of chemicals fromenvironnental nedia (e.g
the anmount of a chemcal ingested fromcontam nated drinking water) can be conpared to the RfD.
Rf Ds are derived from human epi dem ol ogi cal studies or aninal studies to which uncertainty
factors have

been applied (e.g. to account for the use of aninal data to predict effects on humans). These
uncertainty factors help ensure that the RIDs will not underestinmate the potential for adverse
noncar ci nogeni ¢ effects to occur. RfDs for the contam nants of concern at the Site are found in



Tabl e 6-5
6.4 Rl SK CHARACTERI ZATI ON

In this final step of the risk assessnent, the results of the exposure and toxicity assessments
are conbined to provide nunerical estinmates of the carcinogenic and non-carci nogenic risks for
the Site. Excess lifetine cancer risks are determined by multiplying the intake I evel with the
sl ope factor. These risks are probabilities that are generally expressed in scientific notation
(e.g. 1x10[-6] or 1E-6). An excess lifetime cancer risk of 1x10[-6] indicates that, as a

pl ausi bl e upper bound, an individual has a one in one nillion additional chance of devel opi ng
cancer, over a 70-years lifetine, as a result of site-related exposure to a carcinogen. The NCP
states that sites should be renediated to chem cal concentrations that correspond to an
upper-bound lifetime cancer risk to an individual not exceeding 10[-6] to 10[-4] excess lifetime
risk. Carcinogenic risk levels that exceed this range indicate the need for performng renedia
action at a site.

Carcinogenic risk levels for each exposure scenario at the Site are listed in Tables 6-6
Carcinogenic risk for the onsite worker fromaccidental ingestion of soil is 1.8E8 and from
inhal ation of particulates is 6.6E-9. Both of these risk values are well below the risk |eve
determned to be protective by EPA (10E-4).

Future potential risk fromexposure to contamnants at the Site was cal cul ated, based on the
assunption that the Site area would renmain industrial in the future. Carcinogenic risk from
future worker exposure to ground water at the Site was calculated to be 1.8E-7. Future risk
from

trespasser ingestion of soil would be 5.0E-8, whereas trespasser inhalation of particul ates
yields a risk of 2.2E-9. These risks are well below the protective level. Future risk was also
cal cul ated for ground water based upon a residential scenario. Future potential risk from
residential exposure to ground water was determined to be 6.2E-07. This risk value does not
include the risk due to arsenic, as explained in Section 6.5 of this docunent.

To characterize potential noncarcinogenic effects, estinmated intake |levels are conpared with
toxicity values. Potential concern for noncarcinogenic effects of a single contaminant in a
single mediumis expressed as the Hazard Quotient (HQ (or the ratio of the estinated intake
derived fromthe contam nant concentration in a given nediumto the contam nant's reference
dose). A HQ exceeding unity (1.0) indicates a potential for site-related noncarcinogenic health
effects. By adding the Hg for all contaminants within a nmediumor across all nmedia to which a
gi ven popul ati on may be reasonably exposed, the Hazard Index (H) can be generated. The H
provides a useful reference point for gauging the potential significance of nmultiple contam nant
exposures within a single nediumor across nedia

Noncar ci nogeni ¢ risks for the exposure scenarios at the Site are listed in Table 6-6.

Cal cul ation of the current non-carcinogenic risk fromworker ingestion of soil at the Site
resulted in a Hazard Index (H) of 9.5E-4, while worker inhalation of particulates resulted in a
H of 8.2E-3. Future potential exposure for workers through ingestion of ground water yielded a
H of 4.5E-1.

Ingestion of soil and inhalation of particulates by a potential trespasser would result in H's
of 2.3E-2 and 3. 3E-4 respectively.

These risk values are all below 1.0 which is the level which indicates a potential for
site-rel ated non-carcinogenic health effects.

Noncar ci nogeni ¢ risk was al so cal cul ated under a future residential scenario. The H for
residential exposure to ground water was 0.2, excluding the risk due to arsenic, as explained in
Section 6.5 of this docunent. This risk value is below the protective |level of 1.0.

The results of the R and Baseline R sk Assessnent indicate that natural attenuation of
contaminant levels at the Site has reduced the risk fromexposure to site-related contam nants
to levels which are protective of human health and the environnent. Contam nant concentrations
detected during the Rl were |ower than those in the Sanpling Investigation data, which were used
torank the Site. Site contam nants appear to have undergone natural attenuation, in which
natural processes such as evaporation, dispersion, and chem cal reaction reduced the



concentrations of chemcals in the soil and ground water.
6.5 DI SCUSSI ON OF UNCERTAI NTY

A key assunption used in the Baseline R sk Assessnent was that the concentrations specified for
various environnmental media represent the true concentrations to which people will be exposed
during the period of exposure. Actual concentrations will likely vary over tine (as renova
nechani sns such as wi nd, nmechani cal disturbances, biodegradation, and | eaching take place) and
space (contami nants are not uniformy distributed over the Site).

Anot her key assunption used in this evaluation is that the land use will renmain industrial/
commercial indefinitely. This assunption is supported by the Ponpano Beach Land Use Pl an
through 1998. Further, it is assuned that the Site will remain paved over this period. This
assunption is reasonabl e given the expected use of the property. However, because the Biscayne
Aquifer is a sole-source aquifer, risk fromexposure to ground water under a future potentia
residential scenario was calculated and the results included in the Baseline R sk Assessnent
Report as an appendi x. These cal cul ations (excluding arsenic) showed that the future risk at
the Site would be within EPA's protective range for residential consunption of ground water,
even if the Site were to becone residential. The only chem cal which exceeds acceptable risk
(1E-4) and acceptable HQ (1.0) is arsenic in ground water. Future residential carcinogenic risk
was cal culated to be 2.47E-04 and the noncarcinogenic HQwas 1.1. These risk calculations are
based upon one sanple, in which arsenic was detected at 12 ug/l, a level well below the drinking
wat er standard of 50 ug/l. However, risk levels for arsenic are affected by a very conservative
sl ope factor. A nenorandum froma previous EPA Administrator directing use of this slope factor
states that the uncertainties associated with the quantification of inorganic arsenic are such
that risk estimates (for both cancer and noncancer effects) could be nodified dowward as much
as an order of nagnitude (USEPA, 1988).

The sel ection of exposure scenarios also has a significant influence on estimated doses. Actua
exposures to the receptor population will vary in accordance with the degree to which the
receptors participate in the activities described by the exposure scenarios. The exposure
scenarios presented in this assessnent are very conservative (nost work is conducted indoors,
resulting in only extrenely transient exposure periods to particul ate em ssions or contam nated
soil) and likely overstate actual contam nant intakes for a worker

6.6 ECOLOG CAL ASSESSMENT

The Site is located in the mddle of a heavily industrial/comercial area with no habitat
corridors and limted opportunity for foraging and shelter. There is no surface water |ocated on
any of the areas of concern. The existing fauna are isolated and confined (with the exception
of avi an species) by concrete and fences. The receptor popul ations are mni mal notwithstanding
t he gopher tortoises found on a nearby property. The gopher tortoise's risk is extrenely |ow
due to the location and nobility characteristics of these aninals as well as the | ow potentia
for off-site mgration of the contam nants. The gopher tortoise's burrows are |ocated

approxi mately 600 feet northwest ofthe Site. Their life is spent typically in and around their
burrows whi ch beconme a nore or | ess pernanent home. These tortoi ses appear to be pernanent
inhabitants of this area. There is a very low potential for surface soil nobility through
particul ate em ssions. The chance is renpte that contam nated soil of any significant anount
woul d be ingested by these tortoises.

No other significant receptor popul ations were identified. Avian activity mght be nore notable
during the spring, but due to the location and size of the existing habitat, it is unlikely that
any significant popul ation would be attracted

Aquatic life in the Ponpano-Cypress Oreek Canal are not considered as potential receptors
because surface runoff fromthe Site does not reach the canal. In addition, ground water in the
vicinity of the Site flows eastsoutheast, whereas the canal is |located south of the Site
Constituents

in the ground water would have to migrate several mles before intercepting the canal. Wlls

i mredi at el y downgradi ent of the Site between the Site and the canal showed extrenely | ow

contam nant levels. Therefore, Site contamnants in the ground water are not expected to reach
the canal .



7.0 DESCRI PTION OF THE "NO ACTI ON' SELECTED ALTERNATI VE

EPA has determ ned, based on the results of the Rl and R sk Assessnent, that no action is needed
for the soil at the Site. R and R sk Assessnent results also indicated that no action is
necessary for the ground water at the Site. However, because the future potenti al

noncar ci nogeni ¢ ri sk fromexposure to the ground water at the Site is close to the level at

whi ch EPA nmay consider taking action, the ground water at and around the Site will be nonitored
quarterly for one year to confirmthat the few sanples collected during the Rl which contained
contam nants above drinking water standards are not indicative of a release of contam nants from
the Site. Quarterly nonitoring will tentatively include EPA nonitor wells M¥1 and one (1) new
permanent wells to be installed along the eastern portion of the Site. In addition, ERMwells
WCS-2, WCS-12, WCS-13, and WCS-14 or other downgradient wells shall be sanpled. Wlls to be
sanpl ed shall be finalized in a Sanpling and Analysis Plan to be prepared prior to the start of
nonitoring. The sanpl es shall be analyzed for volatile and extractabl e organi ¢ conpounds and
netals. Based upon EPA's Cost of Renedial Action (CORA) nodel, the estinated cost of the
monitoring is $48,000 (Table 7-1). If nonitoring indicates a potential threat to human health or
the environnment, EPA, in consultation with the State of Florida, will reconsider the
protectiveness of this alternative and the need for protective neasures or Site renedi ation.

8.0 DOCUMENTATI ON OF SI GNI FI CANT DI FFERENCES

The sel ected renmedy as presented in this decision docunment has no difference, significant or
ot herwi se, fromthe proposed plan.

APPENDI X A

REMEDI AL | NVESTI GATI ON SAVPLI NG
DATA AND LCOCATI ONS



